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STYLUS PRO REACH 

ALKALINE BATTERY-POWERED FLASHLIGHT   

 

MARKET 

APPLICATIONS: Professional Light – Hardware/Tool, Industrial, Automotive, Sporting Goods, Consumer. 
 

DESCRIPTION: The Stylus Pro Reach is a sleek compact pen sized flashlight featuring a polyethylene coated 
flexible cable. Over 14 inches in length overall, it helps you get light into hard to reach places. It 
features a very small head, a tail cap switch with momentary or constant on operation, a pocket 
clip for convenience, and amazing brightness and run time for a light of its size. The aluminum 
housing with Type II Military Spec anodizing helps make the light extremely durable and abrasion 
resistant. 

 

CASE MATERIAL: Machined aluminum alloy case. Type II MIL-Spec anodized finish.    
 

DIMENSIONS: Length: 14.6 in. (371 mm)   Body Diameter: 0.60 in. (15 mm) 
 

WEIGHT: 2.70 oz (76.5 grams) with batteries (included with purchase). 
 

LENS: Unbreakable polycarbonate lens. 
 

LIGHT SOURCE:  C4® LED technology, impervious to shock with a 30,000 hour lifetime. 
 

LIGHT OUTPUT: C4® White LED - 825 candela peak beam intensity, 57 meter beam distance and 38 lumens measured 
system output. 

   
  

ON/OFF: Push button tail switch – momentary or constant on operation.  
 

RUN TIME:  See chart for run time data. All runtime claims are to 10% of initial lumen output.  
 
 

BATTERY: Two (2) “AAA” size, Alkaline batteries. 
 

FEATURES: C4® LED technology for extreme brightness. 
IPX4 rated for water resistant operation.   
1 meter impact resistance tested. 
Removable pocket clip and Magnetic clip. 

 

APPROVALS: Meets applicable European Community Directives.  
 

WARRANTY: Streamlight’s Limited Lifetime Warranty  
 

OPTIONAL    
ACCESSORIES: N/A 
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